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UK Assembly instructions.
Please read the instructions first. We 
reserve the right to change product 
specifications due to possible technical 
improvements.

Caution : Always use appropriate 
fixings to suit your type of wall.
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55cm SEMI-COUNTERTOP BASIN 
TEMPLATE AND INSTALLATION INSTRUCTIONS

Semi-Countertop

INSTALLATION INSTRUCTIONS

1. Cut out the template and fold along the fold line.
2. Position the template on the countertop and mark off (Fig.2). 
3. Cut a hole in the countertop to the template size and seal all 
cut edges (Fig.3).
4. Fit brassware to the basin. 
5. Finger tighten the M5 round headed screw to the securing 
clip through the central hole of the securing bracket to locate it
Note: If fixing the basin in a confined space it will be necessary 
to fit the securing bracket between the rear bend of the securing clip and the M5 

round headed screw. Also cut off 20mm (max.) length 
from securing bracket.
6. Locate basin in countertop and locate the two 
securing clip assemblies. Mark off positions for the 
No. 8 round headed woodscrews on the underside 
of the countertop. Remove the basin, drill the pilot 
holes for woodscrews on the underside of the 
countertop and undo the M5 screw of the securing 
clip assembly.
7. Apply waterproof sealant to the rim of the basin 
and the countertop ensuring good coverage over the entire area 

where the surfaces will mate.
8. Locate the basin complete with its fittings in the 
countertop. Press firmly all around the basin to achieve a 
good seal. Locate the securing clip brackets and fix them 
to the underside of the countertop with the No. 8 round 
headed woodscrews.
Note: If fixing the basin in a confined space it will be 
necessary to locate the whole securing clip assembly when 
securing with the No. 8 round headed woodscrews.
9. Slide the securing clip under the securing bracket and tighten the M5 round headed screw through the central hole (tighten screw to the side of securing bracket if working in a confined space) to secure the basin to the countertop.10. Remove any surplus sealant.Note: When the countertop is to be tiled or finished in laminated plastic, it is recommended that the finished surface be extended under the basin rim.

Waterproof sealant not supplied.

Ideal Standard pursues a policy of continuing improvement in 
the design and performance of its products. The right is, 
therefore, reserved to vary specifications without notice.

Ideal Standard Limited.
The Bathroom Works,
National Avenue,
Kingston upon Hull.
HU5 4HS. England.
Telephone: (01482) 346461 Telefax: (01482) 445886

Customer Care Helpline   0870 1296085
Customer Care Fax Line (01482) 499611
email : ukcustcare@IdealStandard.com

FOLD LINE FOLD LINE

All dimensions in milimetres.
Dimensions may vary within permitted tolerances.

To avoid water penetration

SEAL ALL CUT EDGES
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Coat all cut areas with moisture resistant 
sealant to prevent ingress.
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